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Discover the pristine
beauty of the Arctic
Tundra with our
premium Porcelain
Tile Series. Designed
to capture the
essence of the wild
and untamed tundra,
this series offers a
harmonious blend of
durability and style.




Available in three natural
colours, each tile embodies
the serene hues of the Arctic
landscape.

The matt P3 finish is perfect
for creating a subtle elegance
indoors, while the robust
external P5 option ensures
slip resistance and resilience
in outdoor spaces.

With four versatile sizes, the
Arctic Tundra series promises
a timeless sophistication and
a touch of nature's tranquillity
in every piece.

Arctic Tundra Images
Clockwise from top left:
e Grey and White
e Beige
e Grey
e White
Front Cover
Top: Beige
Bottom: Grey

Embrace the allure of the Arctic
Tundra with tiles that stand the
test of time.




Arctic Tundra

Beige

CERAMICS
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White

600x1200mm 600x600mMm
Matt Matt
External 300x600mm  300x300mm
Matt Matt
*: - o P 11
Technical || Rectified . "ﬁ\ -@ —3,6:
Porcelain Edge V4 -Ll-|_ -L|-|_ j T )
Variation ||Made in China|| Floor Cat. 4 P3 P5 | |
Matt External 600x600




e\ 5] CERAMICS

] EXCLUSIVELY WHOLESALE

GNS Ceramics recommends that our retail shops pass on the following information to the installer and
end-user.

Ceramic tiles are only one component of a much larger building system. It is our experience that failure of
any tiling system is very often the result of a combination of factors. For example; inappropriate design,
type of substrate, surface preparation, temperature during installation, adhesives, incompatibility of
products, product failure, environmental factors skill and knowledge of the installers etc; the latter being
supplied or controlled by a variety of manufacturers and tradesmen. GNS Ceramics has no involvement in the design,
selling and installation processes and once goods have been dispatched from our warehouse we have no control over
where and how these products are used. As a result the project manager, and or the tiler are the only people in a position to
ensure that all the components used in a project are compatible and that the product is installed in accordance with the
Australian Building Code and the Australian Standards.

Installation Instructions

Installation Instructions for all types of tiles can be found in the GNS Ceramics Price List, and on our website. We suggest
these are followed at all times.

Cleaning and Maintenance

Do not use abrasive cleaners and chemicals which could permanently scratch and damage the surface of the tile. For daily
cleaning we recommend the use of a mild PH Neutral detergent. Should a more vigorous cleaning programme be required
we recommend the use of a proprietary tile cleaner from a specialty tile supplier.

Colour & Pattern Variation Guide
Vi v2) V3 # Ve

Uniform Appearance Slight Variation Moderate Variation High Variation

Slip Resistance

The best way to minimise the risk of slipping is through safe design principals. This involves a risk management approach
which evaluates the likelihood and consequence of an incident to occur. Slip resistive flooring is only one of the design
components to consider, other design features should also be considered, including awnings, airlocks, matting and a
suitable cleaning regime to reduce the extent of contaminates. Visual aids, warning signs, handrails and lighting, along with
the footwear to be worn, should also be considered.

All ceramic tiles can be slippery, particularly when wet. This includes tiles, commonly used in wet areas such as bathrooms.
It is important that customers be aware of the potential danger of wet ceramic tiles and seek advice from the retailer as to the
level of slip-resistance of any particular tile, and its suitability for the intended application. If there is any doubt, tiles should
be tested for slip-resistance immediately after being laid, under the conditions that they will be subject to during use. While
tiles may achieve an acceptable standard in a laboratory test, it is quite probable that the performance in-situ will be less
than expected, due to installation methods, wear & tear, cleaning regimes and unforeseen circumstances. Test results
should therefore to be seen as a relative guide to estimate the merits of one tile versus another and should be used in
conjunction with the Australian Building Code and the relevant Australian Standards. Further information on slip resistance is
provided in the Australian Standards HB198:2014 - An Introductory guide to the slip resistance of pedestrian surface
materials.

There are many factors beyond the control of the supplier that can affect the level of slip-resistance of tiles, or contribute to
the incidents of injury through slipping. Consequently, the laboratory test results presented here must not be viewed to mean
that GNS Ceramics Pty Ltd, is providing any warranty, nor will accept any liability for personal injury or accidents arising from
the selection or installation of tiles under any circumstances.

Classes of Use

The classification has taken into account the recommendations of the Australian Standards; however, they are given for
general guidance only. They are valid for the given application under NORMAL CONDITIONS and should not be taken to
provide accurate product specifications for specific requirements.

WARNING: Other standards and building code requirements may affect your selection of tiles.

Consideration should be given to the footwear, type of pedestrian traffic and cleaning methods expected. Floors should be
adequately protected against soiling from following trades during installation; they should also be protected against
scratching dirt at the entrances to building by interposing footwear cleaning devices. For example, mats, shoe scrapers,
static devices, etc.

CLASS 4 - Floor coverings that are walked on by regular traffic with some scratching dirt so that conditions are more severe
than CLASS 3; For example, entrances, laundries with external access, living areas, entertainment areas, patio’s, sales
rooms, motels.
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PRODUCT FEATURE /SURFACE APPLICATION /INSTALLATION GUIDANCE

W ® | @ ®®

Resistance to frost

Non-slip

Colour resistance to light

=
%
b

Chemical Properties

) ) no visible changes Durabl Durabl
Chemical resistance when subjected to chemicals uraole urable
Resistance to staining >3 Class 5 Class5

No visible crack

R9-RT1

no colour changes

No visible crack

R

no colour changes

TFEK"I[IL#I%E Mé,’:éé;:mc RECTIFIED STRUCTUE STRUCTUE WALLTILES FLOORTILES COLOURS SIZES SURFACES
v V2 V3 J V4
Vi=Uniform Appearance V2=Slight Variation
V3=Moderate Variation V4=Substantial Variation
TECHNICAL SPECIFICATION
MEASUREMENT AND STANDARD
SURFACE APPEARANCE PRESCRIBED VALUES SN ALUES AL
Dimensions & Surface Quality
D] Length and Width +0.6% max. -0. 03-0.03% -0. 03-0.03%
@ Thickness +5% max. 9.0-9.5mm 11.0-11.5mm
90> Orthogonality +0.5% max. -0. 06-0.07% -0. 06-0.07%
& Straightness of sides +0.5% max. -0. 06-0.07% -0. 02-0.03%
[ Suricesfiamess +0.5% max. -0. 05-0.07% -0.09-0.11%
Physical Properties
|é| Water absorption <0.5% <0.5% <0.5%
Breaking strength >1300N 2265N 403N
Bending resistance >35N/mm? 38N/mm? 40N/mm?
Resistance to deep abrasion A75mms? Class 4 Class 4
Temperature shock resistance No visible crack No visible crack Durable

No visible crack

R11

no colour changes

PACKING DETAILS
SIZES SURFACE PCS/CTN M?/CTN KG/CTN
— — —
] (R) 1 7 1)
600x600mm v v 4 1.44 32
600x1200mm v 2 1.44 34
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COMPANY NAME

REPORT OF TESTS ON

SAMPLE NO.
REPORT NO.

DATE RECEIVED
DATE OF TEST
DATE REPORTED
SAMPLE QUANTITY
SAMPLE STATUS

REMARKS

Test Specimen

Lucideon-Huaxia Ceramic TestingCenter LUCID  ON

TEST REPORT

FOSHAN GRIFFITHS BUILDING MATERIAL LTD

202409278174
202409278174-1/1

2024-09-27

2024-09-27--09-29

2024-09-29
2 PIECES OF 600X 600MM TILE

COMPLETE

WET PENDULUM TEST METHOD

2 Pieces of 600X 600mm tile

Accredited Test

AS 4586/AMDT 1/2017-06-05 APPENDIX A

600MM*600MM  ARCTIC TUNDRA MATT

.
HEFREW

& CNAS &

TESTING
‘ CNAS L2778

No. 00009794

Results
Pendulum Numbers
1 2 3 4 5 Average
47 47 47 47 47
50 50 50 50 50 49
Class P4
Class Four S rubber
P5 >54
P4 45-54
P3 35-44
P2 25-34
P1 12-24
PO <12
End of Test Report

Page No.1 of 1

L UCIDZ

tthorised Signatbry
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Add: No.42 Ceramics Exposition Road, Nanzhuang Town, Chancheng District, Foshan City, Guangdong,China Remarks: This OEx,
reportis invalid without signatures of the approver or without original special stamp of the test body, or if something has been » EAL
altered. The results relate only to the samples tested unless otherwise stated. This report cannot be reproduced except in full, ia ¢
without the written approval of our laboratory. Any disagree ment against the report should be offered to Huaxia Ceram within et
15days after the date of receiving the report.Or scan the QR code on the right for consultation.E-mail: huaxiatesting@163.com [E1%57
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TESTING

v CNAS L2778

No. 00009795

TEST REPORT

COMPANY NAME FOSHAN GRIFFITHS BUILDING MATERIAL LTD

REPORT OF TESTS ON 600MM*600MM  ARCTIC TUNDRA GRIP

SAMPLE NO. 202409278175

REPORT NO. 202409278175-1/1

DATE RECEIVED 2024-09-27

DATE OF TEST 2024-09-27--09-29

DATE REPORTED 2024-09-29

SAMPLE QUANTITY 2 PIECES OF 600X 600MM TILE
SAMPLE STATUS COMPLETE

REMARKS -—

WET PENDULUM TEST METHOD

Test Specimen
2 Pieces of 600 X600mm tile

Accredited Test
AS 4586/AMDT 1/2017-06-05 APPENDIX A

Results
Pendulum Numbers
1 2 3 4 5 Average
60 60 60 60 60
61 61 61 61 61 61
Class P5
Class Four S rubber
P5 >54
P4 45-54
P3 35-44
P2 25-34
P1 12-24
PO <12
End of Test Report

Page No.1 of 1

W|thout the written approval of our laboratory. Any disagree ment against the report should be offered to Huaxia Ceram wnthm -,,_,.-
15days after the date of receiving the report.Or scan the QR code on the right for consultation.E-mail: huaxiatesting@163.com 4]
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