
 

Hand-craftsmanship and ever-changing materials recall a ceramic tradition in which imperfection and defects are an added 

benefit. Clear shade transitions embellished with dripping rust and iron, irregularities typical of the artisan production process. 

Strong shading, chipping and relief imperfections give the collection an exclusive look to wrap spaces in a newfound naturalness. 

Gleeze 



 

 

Gleeze 

Bianco White Beige 

Turchese Blue Giada Green Grigio Charcoal 

100x100mm 

50x150mm 

75x200mm 

Beige & White 



 
 
GNS Ceramics recommends that our retail shops pass on the following information to the 
installer and end-user. 

 
Ceramic tiles are only one component of a much larger building system. It is our experience that 
failure of any tiling system is very often the result of a combination of factors. For example; 
inappropriate design, type of substrate, surface preparation, temperature during installation, 
adhesives, incompatibility of products, product failure, environmental factors skill and knowledge of the installers 
etc; the latter being supplied or controlled by a variety of manufacturers and tradesmen. GNS Ceramics has no 
involvement in the design, selling and installation processes and once goods have been dispatched from our 
warehouse we have no control over where and how these products are used. As a result the project manager, 
and or the tiler are the only people in a position to ensure that all the components used in a project are 
compatible and that the product is installed in accordance with the Australian Building Code and the Australian 
Standards. 
 
Installation Instructions for all types of tiles can be found in the GNS Ceramics Price List, and on our website. We 
suggest these are followed at all times. 
 
Cleaning and Maintenance 
 
Do not use abrasive cleaners and chemicals which could permanently scratch and damage the surface of the 
tile. For daily cleaning we recommend the use of a mild PH Neutral detergent. Should a more vigorous cleaning 
programme be required we recommend the use of a proprietary tile cleaner from a specialty tile supplier. 
 
Colour & Pattern Variation Guide 
 

 
Uniform Appearance 

 
Slight Variation 

 
Moderate Variation 

 
High Variation 

 
 
 
Classes of Use 
The classification has taken into account the recommendations of the Australian Standards; however, they are 
given for general guidance only. They are valid for the given application under NORMAL CONDITIONS and 
should not be taken to provide accurate product specifications for specific requirements. 
WARNING: Other standards and building code requirements may affect your selection of tiles. 
Consideration should be given to the footwear, type of pedestrian traffic and cleaning methods expected. Floors 
should be adequately protected against soiling from following trades during installation; they should also be 
protected against scratching dirt at the entrances to building by interposing footwear cleaning devices. For 
example, mats, shoe scrapers, static devices, etc. 
 
 
CLASS 3 - Floor coverings in areas that, with normal footwear, are walked on more often with small amounts of 
scratching dirt; for example, living areas, bedrooms, residential kitchens, laundries with internal access, halls and 
corridors. This does not apply to abnormal footwear; i.e. work boots and outdoor shoes. 

Click or Scan for 
Installation Instructions 
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TECHNICAL FEATURES 

nome_colonna 
Collection:   Gleeze      Surface: Glossy 

Size (cm):   10x10 - 5x15 - 7.5x20 
 

nome_colonna_2 
Brand:   Ragno 

Thickness (mm):   10 
  

 

Compliant with standard EN 14411:2016 annex G group BIa - GL 
Compliant with standard ISO 13006:2018 annex G group BIa - GL 

Technical Features Testing Method Meas. unit Average Typical Values Established limits 

DIMENSIONAL PROPERTIES AND SURFACE QUALITY 

Dimensions  
Nominal Length of edge N 

(cm)  7≤N<15 
Nominal Length of edge N (cm)  

N≥15 
Length and width (*) 

ISO 10545-2 (mm) 
(%) 

Complies with the standards ±2% (max 5mm) ±2% (max 5mm) ±2% (max 5mm) 
Length and width (**)     

Not Rectified 
Complies with the standards ±0,9 mm ±0,6% ±2,0 mm 

Rectified ± 0,4 mm ±0,3 % ±1,0 mm 
Thickness     

Not Rectified 
Complies with the standards 

±0,5 mm ±5% ±0,5 mm 
Rectified ±0,5 mm ±5% ±0,5 mm 

Straightness of sides     

Not Rectified 
Complies with the standards ±0,75 mm ±0,5 % ±1,5 mm 

Rectified ±0,4 mm ±0,3 % ±0,8 mm 
Rectangularity     

Not Rectified 
Complies with the standards ±0,75 mm ±0,5% ±2,0 mm 

Rectified ±0,4 mm ±0,3% ±1,5 mm 
Surface Flatness c.c - e.c. - w.      

Not Rectified 
Complies with the standards ±0,75 mm ±0,5% ±2,0 mm 

Rectified ±0,6 mm ±0,4% ±1,8 mm 
Surface Quality Complies with the standards ≥95% 

PHYSICAL PROPERTIES 
nome_colonna metodo um valore_colonna limite 

Water absorption ISO 10545-3 (%) ≤ 0,5 Eb ≤ 0,5 (Individual maximum value 0,6%) 

Modulus of rupture  ISO 10545-4 (N/mm2) ≥ 35 R ≥35 (Individual minimun value 32 N/mm2) 

Breaking Strength ISO 10545-4 (N) ≥ 1300 ≥1300 (Thickness ≥7,5 mm)  ≥700 (Thickness < 7,5 mm) 

Resistance to surface abrasion Internal Method  See attached table  

Linear thermal expansion 

coefficient 
ISO 10545-8 (x(10)-6/°C) ≤ 9 Declared value (EN 14411:2016)                                                        

Test Method available (ISO 13006:2018) 

Thermal shock resistance ISO 10545-9  Complies with the standards Declared value (EN 14411:2016) ****                                              

Test Method available (ISO 13006:2018) 

Crazing Resistance ISO 10545-11  Complies with the standards Pass according to EN ISO 10545-1 (EN 14411:2016)                                    

Required (ISO 13006:2018) 

Frost resistance ISO 10545-12  Complies with the standards Pass according to EN ISO 10545-1 (EN 14411:2016)                                    

Required (ISO 13006:2018) 

Reaction to fire - - Floor/Wall Class A1 FL / A1 Class A1 or Class A1 FL (EN 14411:2016) 

Colour resistance to light 

exposure 
DIN 51094  Complies with the standards No sample must show noticeable colour modifications. 
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TECHNICAL FEATURES 

nome_colonna 
Collection:   Gleeze      Surface: Glossy 

Size (cm):   10x10 - 5x15 - 7.5x20 
 

nome_colonna_2 
Brand:   Ragno 

Thickness (mm):   10 
  

 

 

Technical Features Testing Method Meas. unit Average Typical Values Established limits 

CHEMICAL PROPERTIES 
nome_colonna metodo um valore_colonna limite 

Resistance to chemicals for 

household use and swimming 

pool salts 

ISO 10545-13  A GB Minimum (EN 14411:2016)                                                             

GB Minimum (ISO 13006:2018) 

Resistance to low concentrations 

of acids and alkalis 
ISO 10545-13  LA-LB Declared value (EN 14411:2016)                                                        

Test Method available (ISO 13006:2018) 

Resistance to high concentrations 

of acids and alkalis 
ISO 10545-13  HA-HB Declared value (EN 14411:2016)                                                        

Test Method available (ISO 13006:2018) 

Stain resistance ISO 10545-14  Class 5 Minimum class 3 (EN 14411:2016)                                           

Minimum class 3 (ISO 13006:2018) 

 

 

 
 
*       The work size shall be chose, for non-modular tiles, so that the difference between the work size and the nominal size is: 
**     The deviation, in percent, of the average size for each tile (2 or 4 sides) from the work size.. 
**** See Table 2 for uses where it is applicable 
c.c.   Centre curvature, related to diagonal calculated from the work sizes 
e.c.   Edge curvature, related to the corresponding work sizes. 
w.     Warpage, related to diagonal calculated from the work sizes. 
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nome_colonna 
Collection:   Gleeze      Surface: Glossy 

Size (cm):   10x10 - 5x15 - 7.5x20 
 

nome_colonna_2 
Brand:   Ragno 

Thickness (mm):   10 
  

 

 

        Resistance to surface abrasion – Internal Method 

Beige Intended use - Class F 

Bianco Intended use - Class F 

Giada Intended use - Class E 

Grigio Intended use - Class E 

Turchese Intended use - Class F 
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