
 

 

Imagine 

Imagine [ ih-maj-in ] (v); to form  a mental image or concept of: 

Imagine; soft earthy tones, graceful undulations, artisan European design, finished off with a delicate satin texture. 

Imagine; Spanish hand-made porcelain subways in 8 matt colours, suitable for wall & floor.  

Imagine; Your concept realised. 

 

https://aus01.safelinks.protection.outlook.com/?url=https%3A%2F%2Fdictionary.cambridge.org%2Fdictionary%2Fenglish%2Fform&data=05%7C01%7Cnicks%40gnsceramics.com.au%7Cff8ec65a31714982f7b808db93db126d%7C74a9002428404882ac6d63157b2c7dbd%7C0%7C0%7C638266341361807869%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C3000%7C%7C%7C&sdata=jVqP7ugwNbmSskPXZAFZbuEKZAm7ccMqPuGxfXYySOo%3D&reserved=0
https://aus01.safelinks.protection.outlook.com/?url=https%3A%2F%2Fdictionary.cambridge.org%2Fdictionary%2Fenglish%2Fmental&data=05%7C01%7Cnicks%40gnsceramics.com.au%7Cff8ec65a31714982f7b808db93db126d%7C74a9002428404882ac6d63157b2c7dbd%7C0%7C0%7C638266341361807869%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C3000%7C%7C%7C&sdata=FDKM2a0bcLpudMeVmRutMv4971mUqKqtVGmEz5Cm%2ByY%3D&reserved=0
https://aus01.safelinks.protection.outlook.com/?url=https%3A%2F%2Fdictionary.cambridge.org%2Fdictionary%2Fenglish%2Fpicture&data=05%7C01%7Cnicks%40gnsceramics.com.au%7Cff8ec65a31714982f7b808db93db126d%7C74a9002428404882ac6d63157b2c7dbd%7C0%7C0%7C638266341361807869%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C3000%7C%7C%7C&sdata=0B%2Ft0G1V4hOhtd8gko3Ux%2BwgesT7UG6n8M7WBmZ0CCE%3D&reserved=0


 Imagine 
60x250mm Matt Subways 

Black 625IMABKM Cotto  625IMACOM 

Blue 625IMABLM Green 625IMAGNM 

Grey 625IMAGYM Olive 625IMAOLM 

Taupe 625IMATUM White 625IMAWHM 



 
 
GNS Ceramics recommends that our retail shops pass on the following information to the installer and 
end-user. 

 
Ceramic tiles are only one component of a much larger building system. It is our experience that failure of 
any tiling system is very often the result of a combination of factors. For example; inappropriate design, 
type of substrate, surface preparation, temperature during installation, adhesives, incompatibility of 
products, product failure, environmental factors skill and knowledge of the installers etc; the latter being 
supplied or controlled by a variety of manufacturers and tradesmen. GNS Ceramics has no involvement in the design, 
selling and installation processes and once goods have been dispatched from our warehouse we have no control over 
where and how these products are used. As a result the project manager, and or the tiler are the only people in a position to 
ensure that all the components used in a project are compatible and that the product is installed in accordance with the 
Australian Building Code and the Australian Standards. 
 
Installation Instructions for all types of tiles can be found in the GNS Ceramics Price List, and on our website. We suggest 
these are followed at all times. 
 
Cleaning and Maintenance 
Do not use abrasive cleaners and chemicals which could permanently scratch and damage the surface of the tile. For daily 
cleaning we recommend the use of a mild PH Neutral detergent. Should a more vigorous cleaning programme be required 
we recommend the use of a proprietary tile cleaner from a specialty tile supplier. 
 
Colour & Pattern Variation Guide 
 

 
Uniform Appearance 

 
Slight Variation 

 
Moderate Variation 

 
High Variation 

 
Slip Resistance 
The best way to minimise the risk of slipping is through safe design principals. This involves a risk management approach 
which evaluates the likelihood and consequence of an incident to occur. Slip resistive flooring is only one of the design 
components to consider, other design features should also be considered, including awnings, airlocks, matting and a 
suitable cleaning regime to reduce the extent of contaminates. Visual aids, warning signs, handrails and lighting, along with 
the footwear to be worn, should also be considered. 
 
All ceramic tiles can be slippery, particularly when wet.  This includes tiles, commonly used in wet areas such as bathrooms.  
It is important that customers be aware of the potential danger of wet ceramic tiles and seek advice from the retailer as to the 
level of slip-resistance of any particular tile, and its suitability for the intended application. If there is any doubt, tiles should 
be tested for slip-resistance immediately after being laid, under the conditions that they will be subject to during use.   While 
tiles may achieve an acceptable standard in a laboratory test, it is quite probable that the performance in-situ will be less 
than expected, due to installation methods, wear & tear, cleaning regimes and unforeseen circumstances. Test results 
should therefore to be seen as a relative guide to estimate the merits of one tile versus another and should be used in 
conjunction with the Australian Building Code and the relevant Australian Standards. Further information on slip resistance is 
provided in the Australian Standards HB198:2014 - An Introductory guide to the slip resistance of pedestrian surface 
materials. 
 
There are many factors beyond the control of the supplier that can affect the level of slip-resistance of tiles, or contribute to 
the incidents of injury through slipping. Consequently, the laboratory test results presented here must not be viewed to mean 
that GNS Ceramics Pty Ltd, is providing any warranty, nor will accept any liability for personal injury or accidents arising from 
the selection or installation of tiles under any circumstances. 
 
Classes of Use 
The classification has taken into account the recommendations of the Australian Standards; however, they are given for 
general guidance only. They are valid for the given application under NORMAL CONDITIONS and should not be taken to 
provide accurate product specifications for specific requirements. 
WARNING: Other standards and building code requirements may affect your selection of tiles. 
Consideration should be given to the footwear, type of pedestrian traffic and cleaning methods expected. Floors should be 
adequately protected against soiling from following trades during installation; they should also be protected against 
scratching dirt at the entrances to building by interposing footwear cleaning devices. For example, mats, shoe scrapers, 
static devices, etc. 
 
CLASS 4 - Floor coverings that are walked on by regular traffic with some scratching dirt so that conditions are more severe 
than CLASS 3; For example, entrances, laundries with external access, living areas, entertainment areas, patio’s, sales 
rooms, motels. 

Click or Scan for 
Installation Instructions 
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MODELO Model- Modèle IMAGINE PORCELANICO

COLOR Colour- Couleur ALL Nº DE CARAS

ACABADO Finnish-Finition MATE-MATT

FORMATO Size- Dimension 6X25 CALIBRE

Test Standard Product Standard
UNE-EN ISO 10545 ISO 13006-EN1441

Espesor

Thickness- Épaisseur

Longitud y anchura

Lenght and width- Longueur et largeur

Ortogonalidad

Squareness-  Différence de diagonales

Planaridad
Surface Flatness- Planéité

Absorción de agua

Water absortion- Absorption d'eau

Resistencia a flexión N/mm2

Moduls of rupture- Résistance mécanique à la flexion

Carga de ruptura N

Breaking strength- Résistance  roulage lourd 

Resistencia a la abrasion supercial (PEI)

Resistance to surface abrasión (PEI)- Résistance à l'abrasion superficial

Resistencia a la abrasion profunda 

Resistance to deep abrasión -  Résistance à l'abrasion profonde

Resistencia al choque térmico

Resistance to thermal shock-  Résistance au choc thermique

Resistencia a la helada

Frost resistance-  Résistance au gel

Resistencia al rayado (MOHS)

Scratch resistence (MOHS)- Résistance aux rayures

Deslizamineto

Antislip- Antidérapant

Resistencia a productos de limpieza y aditivos

Resistence to household chemical ans swimming pool

Résistance aux produits de nettoyage et aux additifs

Resistencia a ácidos y bases

Resistance to acids and alkalis (low concentration)

Résistance aux acides et alcalis (faible concentration)

Resistencia a ácidos y bases

Resistance to acids and alkalis (high concentration)

Résistance aux acides et alcalis (haute concentration)

Resistencia a las manchas

Resistance to staining
Résistance aux taches

CALIDAD Y PRODUCTO

CASA DEPOT, S.L.

DURSTONE

ISO 10545-13 Min. 3 5

ISO 10545-13 GLB/ULB GLA

ISO 10545-13 GHB/UHB GHA

BS7976-2 -
PTV

DIN 51130

ANSI A 137.1

-

CLASE

≥0,42

ISO 10545-13 Min. GB/UB GA

Cumple/Achieved

Cumple/Achieved

7UNE EN-101

ISO 10545-9

ISO 10545-12

DIN 51097

R

2

Exigida/Required

Exigida/Required

> 0,42

A, B, C -

10

-

Chemical properties - Propriétés chimiques

Caracteristicas dimensionales
Dimensional and Surface Appearance-  Spécifications dimensionnelles

Propiedades físicas

Phisical propreties

Propiedades quimicas

Cumple/Achieved

Cumple/Achieved

Cumple/Achieved

No aplica/Not apply

DCOF

Cumple/Achieved

Cumple/Achieved

ENV 12633

Cumple/Achieved

Cumple/Achieved

FICHA TÉCNICA PRODUCTO

± 0,05%

± 0,05%

ISO 10545-2

ISO 10545-2

DURSTONE VALUES

BASE COLOREADA

32

≥ 35

ISO 10545-4

ISO 10545-6

≥ 1300

ISO 10545-4

± 0,6%

± 0,05%

≤ 0,3%

ISO 10545-2

ISO 10545-2

ISO 10545-3

--ISO 10545-7

≤ 175

CASA DEPOT, S.L., PLAZA AYUNTAMIENTO 19 9G 46002VALENCIA - ESPAÑA-

Telf. +34 964626134    Fax. +34 964626135    www.durstone.es
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  CERAMIC TEST LAB 

LQM Q001   Page 1 of 1 Accredited for Compliance with ISO/IEC 17025 - Testing 

Slip Test Report S230023 

Issue Date: 07/09/2023 

Requested by: GNS Ceramics 

Address: 3 Cox Place Glendenning 

Sample number: 23520281 

Sample name: IMAGINE 

Sample 
description: 

IMAGINE BLACK MATT 60x250  

Slider Used: 96 

 

Test Date 07/09/2023 
Temperature 
(Laboratory) 

20.1°C 

Pendulum 
Friction Tester: 

Munro Stanley Portable Skid Resistance Tester S/N: 2081  
Calibration Date: 3 November 2022 

Test Specimen 
(Unfixed) 

Pendulum Swing Results (BPN) Mean 
(BPN) (last 
3 swings)  

Classification 
According to AS4586-

2013 1 2 3 4 5 

Tile 1 & 2 41 40 40 40 39 40 

P3 Tile 2 & 4 42 41 41 40 40 40 

Tile 3 & 5 42 42 42 42 42 42 

Tile 4 & 1 36 36 36 35 35 35 SRV 
(BPN) 

39 
Tile 5 & 4 40 39 40 40 39 40 

All samples were tested unfixed on a flat and level surface, no slope correction required. 
Each tile cleaned with water and light scrubbing prior to testing. SRV= Slip Resistance Value. 

The 2 tiles were tested at 15°  to the joint edge. 

Testing performed in Accordance with AS4586-2013 Amd 1:2017, Appendix A Wet Pendulum Test Method with a 96 
Rubber slider, conditioned with P400C paper dry, followed by 3 μm wet lapping film. 
Results relate only to the items tested. 

 

Test Location: Ceramic Test Lab, 175 Racecourse Rd, Rutherford, NSW, 2320 Australia 

Test Officer Luke Crisp Authorised by:  Hong Lu 
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