CRAFTED CONTRAST. NATURAL HARMONY.

CERAMICS

EXCLUSIVELY WHOLESALE




Born from the meeting point of raw earth and refined design, the Misto Collection brings together two
distinct yet harmonious surfaces: Misto Stone, a calm and grounded stone aesthetic, and Misto Terra, a bold
Ceppo-inspired terrazzo rich with natural texture.

Rooted in the Italian word for “mixed,” Misto celebrates the beauty of contrast — smooth and rugged,
subtle and expressive, crafted and organic. Whether used alone or together, these surfaces create spaces
that feel both timeless and contemporary, earthy and elevated.
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GNS Ceramics recommends that our retail shops pass on the following information to the installer and
end-user.

Ceramic tiles are only one component of a much larger building system. It is our experience that failure of
any tiling system is very often the result of a combination of factors. For example; inappropriate design,
type of substrate, surface preparation, temperature during installation, adhesives, incompatibility of
products, product failure, environmental factors skill and knowledge of the installers etc; the latter being
supplied or controlled by a variety of manufacturers and tradesmen. GNS Ceramics has no involvement in the design,
selling and installation processes and once goods have been dispatched from our warehouse we have no control over
where and how these products are used. As a result the project manager, and or the tiler are the only people in a position to
ensure that all the components used in a project are compatible and that the product is installed in accordance with the
Australian Building Code and the Australian Standards.

Installation Instructions

Installation Instructions for all types of tiles can be found in the GNS Ceramics Price List, and on our website. We suggest
these are followed at all times.

Cleaning and Maintenance

Do not use abrasive cleaners and chemicals which could permanently scratch and damage the surface of the tile. For daily
cleaning we recommend the use of a mild PH Neutral detergent. Should a more vigorous cleaning programme be required
we recommend the use of a proprietary tile cleaner from a specialty tile supplier.

Colour & Pattern Variation Guide
Vi v2) V3 :%5 Ve

Uniform Appearance Slight Variation Moderate Variation High Variation

Slip Resistance

The best way to minimise the risk of slipping is through safe design principals. This involves a risk management approach
which evaluates the likelihood and consequence of an incident to occur. Slip resistive flooring is only one of the design
components to consider, other design features should also be considered, including awnings, airlocks, matting and a
suitable cleaning regime to reduce the extent of contaminates. Visual aids, warning signs, handrails and lighting, along with
the footwear to be worn, should also be considered.

All ceramic tiles can be slippery, particularly when wet. This includes tiles, commonly used in wet areas such as bathrooms.
It is important that customers be aware of the potential danger of wet ceramic tiles and seek advice from the retailer as to the
level of slip-resistance of any particular tile, and its suitability for the intended application. If there is any doubt, tiles should
be tested for slip-resistance immediately after being laid, under the conditions that they will be subject to during use. While
tiles may achieve an acceptable standard in a laboratory test, it is quite probable that the performance in-situ will be less
than expected, due to installation methods, wear & tear, cleaning regimes and unforeseen circumstances. Test results
should therefore to be seen as a relative guide to estimate the merits of one tile versus another and should be used in
conjunction with the Australian Building Code and the relevant Australian Standards. Further information on slip resistance is
provided in the Australian Standards HB198:2014 - An Introductory guide to the slip resistance of pedestrian surface
materials.

There are many factors beyond the control of the supplier that can affect the level of slip-resistance of tiles, or contribute to
the incidents of injury through slipping. Consequently, the laboratory test results presented here must not be viewed to mean
that GNS Ceramics Pty Ltd, is providing any warranty, nor will accept any liability for personal injury or accidents arising from
the selection or installation of tiles under any circumstances.

Classes of Use

The classification has taken into account the recommendations of the Australian Standards; however, they are given for
general guidance only. They are valid for the given application under NORMAL CONDITIONS and should not be taken to
provide accurate product specifications for specific requirements.

WARNING: Other standards and building code requirements may affect your selection of tiles.

Consideration should be given to the footwear, type of pedestrian traffic and cleaning methods expected. Floors should be
adequately protected against soiling from following trades during installation; they should also be protected against
scratching dirt at the entrances to building by interposing footwear cleaning devices. For example, mats, shoe scrapers,
static devices, etc.

CLASS 4 - Floor coverings that are walked on by regular traffic with some scratching dirt so that conditions are more severe
than CLASS 3; For example, entrances, laundries with external access, living areas, entertainment areas, patio’s, sales
rooms, motels.


http://www.gnsceramics.com.au/index.php/page-143
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TEST REPORT

REPORT NO. 25201904594

NAME OF SAMPLES CERAMIC TILES

APPLICANT SHENYANG HAOSONG CERAMIC CO. LTD

%
%

MANUFACTURER SHENYANG HAOSONG CERAMIC CO. LTD

DATE OF INSPECTION__22/10/2019 —29/10/2019(DD/MM/YY)
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STATE KEY TESTING LABORATORY OF BUILDING CERAMICS AND SANITARY WARE
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INSPECTION AND QUARANTINE COMPREHENSIVE TECHNOLOGY CENTRE OF
FOSHAN ENTRY-EXIT INSPECTION & QUARANTINE BUREAU

TEST REPORT

Report No: 25201904594 Page 2 of §
Name of Sample CERAMIC TILES Nominal Size 60cm X 60cm
Type GLAZED Work size 600mm X 600mm X 9.3mm
Quantity of A
Group Bla Samples 30 Pieces
Mark of Samples M Description of The samples are sound, intact and
Samples fit for test.
M baciuabes SHENYANG HAOSONG Address of Y
CERAMIC CO. LTD Manufacturer
Telephone of £ ] Fax of
Manufacturer Manufacturer D
Name: MUHAMAD
MUZHAFAR FIKRI BIN
ISMAIL
Samples selected by | Institution: SIRIM  QAS Received on 21/10/2019
INTERNATIONAL SDN.
BHD.

Date: 10/10/2019

Test Standard

MS ISO 13006:2014 Ceramic tiles — Definitions, classification, characteristics and marking

Conclusion of Test

The results conform to the requirement of standard MS ISO 13006:2014 with

respect to the test items.

Stamp of
Inspection Unit

Date: 04/11/2019

Address of Test
Unit

Address: 2/F, Building 18, Lanshi

International Metal Exchange

Center, Kuiqiyi Road, Chancheng

District, Foshan, Guangdong,

China (528000)

Tel: 86-757-83960558
86-757-83827991

Fax: 86-757-83827971

E-mail: fsiqtc@163.com

Url: http://www.fsiqtc.com/

Notes

1. All inspections are carried out conscientiously to the best of our knowledge and ability.
This report does not in any respect absolve the other related parties from his contractual and legal

obligations.

2. This report shall not be reproduced, except in full, without the prior written approval from the

issuing laboratory.

3. The results in this report apply to the samples only.
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INSPECTION AND QUARANTINE COMPREHENSIVE TECHNOLOGY CENTRE OF
FOSHAN ENTRY-EXIT INSPECTION & QUARANTINE BUREAU

TEST REPORT
Report No: 25201904594 Page 3 of 5
g ption The samples are sound, intact and fit for test.
of Samples
Photo of
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.
i

FSIQTC-T 2(2)/A

Ok40]
DDDDIZI 00

— | L SALE. z



INSPECTION AND QUARANTINE COMPREHENSIVE TECHNOLOGY CENTRE OF
FOSHAN ENTRY-EXIT INSPECTION & QUARANTINE BUREAU

TEST REPORT

70

Report No: 25201904594 Page 4 of 5
MS ISO 13006:2014 Ceramic tiles — Definitions, classification, characteristics and marking
Clause Properties Test Method Requirements Results Verdicts
Annex | Dimensions and surface quality
G
Table
Gl Length and width MS 1SO £0.6% 0~+0.01% P
The deviation, of the average size for i N=>15¢m
h tile f R Wkt sigh 10545-2:2002
each tile from the work size 42 0mm 0~+0.1mm P
Thickness +5% +0.4%~+1.7% P
The deviation of the average thickness of MAIS0 N>15cm
. : : 10545-2:2002
each tile from the work size thickness +0.5mm 0 ~+0.2mm p
Straightness of sides +0.5% -0.01%~+0.01% P
The  maximum deviation from MS ISO N>15
straightness related to the corresponding | 10545-2:2002 s
work sizes +1.5mm -0.1mm~+0.1mm 3
Rectangularity +0.5% -0.06%~+0.08% P
The maximum deviation from MS ISO N>l5em
Rectangularity related to the | 10545-2:2002 g N
corresponding work sizes +2.0mm -0.4mm~+0.5mm P
Surface flatness: The maximum deviation from flatness
+0.5% -0.03%~-0.02% P
a) centre curvature, related to diagonal MS ISO N
calculated from the work size: 10545-2:2002 =
+2.0mm -0.2mm~-0.1mm P
+0.5% -0.05%~-0.02% P
b) edge curvature, related to the MS ISO No15em
corresponding work sizes; 10545-2:2002 £
+2.0mm -0.3mm~-0.2mm P
+0.5% +0.02%~+0.04% P
¢) warpage, related to diagonal calculated MS ISO N>15cm
from the work size. 10545-2:2002 g
+2.0mm +0.2mm ~+0.3mm B
A minimum of 95% of the
! MS ISO tiles shall be free from o
e Bagualiy 10545-2:2002 | visible  defects inspected B -
vertically at 1.0m.
Physical properties
E,<0.5% 0.17% P
Water absorption MS ISO
Percent mass fraction 10545-3:2001
Individual maximum 0.6% 0.16%~0.19% p
8 M
Breaking strength, in N 105 45S_LS,20003 =1300 1899 P
FSIQTC-T 2(2)/A
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INSPECTION AND QUARANTINE COMPREHENSIVE TECHNOLOGY CENTRE OF
FOSHAN ENTRY-EXIT INSPECTION & QUARANTINE BUREAU

TEST REPORT

Report No: 25201904594 Page 5 of 5
MS 1SO 13006:2014 Ceramic tiles — Definitions, classification, characteristics and marking
Clause Properties Test Method Requirements Results Verdicts
Annex { 2 L N
G Modulus of rupture, in N/mm MS 1SO Minimum 35 393 I
Tabl Not applicable to tiles with breaking 1054’5_4'.2003
g ]"' strength > 3000N ' Individual minimum 32 37.2~41.1 P
Abrasion resistance MS ISO Report abrasion class Class 3 —
Resistance to surface abrasion of glazed N
0 10545-7:2001
tiles intended for use on floors Report cycles passed 750 —
. : J ; MS ISO ; i reciatan s D
Crazing resistance: glazed tiles 10545-11:2001 Required Fully resistance I
Chemical properties
Resistance to chemicals
Resistance to household chemicals and swimming pool salts
a) Household chemicals: Ammonium MS ISO .
chloride, 100g/L 10545-13:2018 Minimumis ) e
b) Swimming pool salts: Sodium MS ISO S
hypochlorite solution, 20mg/L 10545-13:2018 e A :
Resistance to low concentrations of acids and alkalis
A . MS ISO Manufacturer to state
0, —
a) Hydrochloric acid solution, 3% (v/v) 10545-13-2018 Blio Eoation LA
S ’ MS ISO Manufacturer to state
b) Citric acid solution, 100g/L 10545-13-2018 e s Beation LA —
: ; MS ISO Manufacturer to state
S nien ydroi 0pL 10545-13:2018 classification LR 3
Resistance to high concentrations of acids and alkalis
a) Hydrochloric acid solution, 18% (v/v) Py Test method available HA —
’ 10545-13:2018
N, B MS ISO :
0, o~ -
b) Lactic acid. 5 % (v/v) 10545-13-2018 Test method available HA
¢) Potassium hydroxide, 100g/L Y Test method available HA ¢
i 10545-13:2018 F
Resistance to staining
. BURAY MS SO e | 0
a) Green staining agent in light oil 10545-14:2018 Minimum Class 3 Class 5 P
Ty A ; MS ISO o
b) Red staining agent in light oil 10545-14-2018 Minimum Class 3 Class 5 P
¢) lodine. 13g/L solution in alcohol M5 150 Minimum Class 3 Class 5 P
" 10545-14:2018 7 i
d) Olive ol Y Minimum Class 3 Class 5 P

10545-14:2018

Possible test case verdicts

1. P(ass) : Test item does meet the requirement.

2. F(ail) : Test item does not meet the requirement.
3. —: Verdict was not carried out.

4. N/A : Test case does not apply to the test item.
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End of Test Report
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