
MURETTI
Crafted Texture, Contemporary Warmth



The Muretti Range brings the soul of handcrafted
stonework into modern Australian interiors. Inspired

by the time-worn walls and landscapes found
throughout Europe and the Mediterranean, Muretti

translates that warmth into a refined extruded body
with softly textured surfaces, natural shade

movement and a distinctly architectural feel.

Timeless yet contemporary, Muretti brings
together global influence, artisanal character
and modern precision—giving designers and

homeowners the freedom to build spaces with
depth, warmth and individuality

Whether you choose the clean simplicity of the
60×240 Soft Touch subway, the architectural
rhythm of Groove Mix, or the character of the
Kit Kat mosaics, Muretti offers a cohesive look
across walls, niches, bathrooms, kitchens and

commercial environments.

The palette has been built around four signature
blends — each carefully balanced to reflect

authentic earthy colour families. These
combinations create subtle variation when installed,
delivering a natural, hand-crafted aesthetic without

the unpredictability of true stone.



White

ChocolateTerracotta

Beige

60x240mm

Decor:

White Mixed Decor



 
 
GNS Ceramics recommends that our retail shops pass on the following information to the installer and 
end-user. 

 
Ceramic tiles are only one component of a much larger building system. It is our experience that failure of 
any tiling system is very often the result of a combination of factors. For example; inappropriate design, type 
of substrate, surface preparation, temperature during installation, adhesives, incompatibility of products, 
product failure, environmental factors skill and knowledge of the installers etc; the latter being supplied or 
controlled by a variety of manufacturers and tradesmen. GNS Ceramics has no involvement in the design, selling and 
installation processes and once goods have been dispatched from our warehouse we have no control over where and how 
these products are used. As a result the project manager, and or the tiler are the only people in a position to ensure that all 
the components used in a project are compatible and that the product is installed in accordance with the Australian Building 
Code and the Australian Standards. 
 
Installation Instructions for all types of tiles can be found in the GNS Ceramics Price List, and on our website. We suggest 
these are followed at all times. 
 
Cleaning and Maintenance 
 
Do not use abrasive cleaners and chemicals which could permanently scratch and damage the surface of the tile. For daily 
cleaning we recommend the use of a mild PH Neutral detergent. Should a more vigorous cleaning programme be required 
we recommend the use of a proprietary tile cleaner from a specialty tile supplier. 
 
Colour & Pattern Variation Guide 
 

 
Uniform Appearance 

 
Slight Variation 

 
Moderate Variation 

 
High Variation 

 
Slip Resistance 
 
The best way to minimise the risk of slipping is through safe design principals. This involves a risk management approach which 
evaluates the likelihood and consequence of an incident to occur. Slip resistive flooring is only one of the design components to 
consider, other design features should also be considered, including awnings, airlocks, matting and a suitable cleaning regime to 
reduce the extent of contaminates. Visual aids, warning signs, handrails and lighting, along with the footwear to be worn, should also 
be considered. 
 
All ceramic tiles can be slippery, particularly when wet.  This includes tiles, commonly used in wet areas such as bathrooms.  It is 
important that customers be aware of the potential danger of wet ceramic tiles and seek advice from the retailer as to the level of 
slip-resistance of any particular tile, and its suitability for the intended application. If there is any doubt, tiles should be tested for slip-
resistance immediately after being laid, under the conditions that they will be subject to during use.   While tiles may achieve an 
acceptable standard in a laboratory test, it is quite probable that the performance in-situ will be less than expected, due to installation 
methods, wear & tear, cleaning regimes and unforeseen circumstances. Test results should therefore to be seen as a relative guide 
to estimate the merits of one tile versus another and should be used in conjunction with the Australian Building Code and the relevant 
Australian Standards. Further information on slip resistance is provided in the Australian Standards HB198:2014 - An Introductory 
guide to the slip resistance of pedestrian surface materials. 
 
There are many factors beyond the control of the supplier that can affect the level of slip-resistance of tiles, or contribute to the 
incidents of injury through slipping. Consequently, the laboratory test results presented here must not be viewed to mean that GNS 
Ceramics Pty Ltd, is providing any warranty, nor will accept any liability for personal injury or accidents arising from the selection or 
installation of tiles under any circumstances. 

 
Classes of Use 
The classification has taken into account the recommendations of the Australian Standards; however, they are given for 
general guidance only. They are valid for the given application under NORMAL CONDITIONS and should not be taken to 
provide accurate product specifications for specific requirements. 
WARNING: Other standards and building code requirements may affect your selection of tiles. 
Consideration should be given to the footwear, type of pedestrian traffic and cleaning methods expected. Floors should be 
adequately protected against soiling from following trades during installation; they should also be protected against 
scratching dirt at the entrances to building by interposing footwear cleaning devices. For example, mats, shoe scrapers, 
static devices, etc. 
 
CLASS 4 - Floor coverings that are walked on by regular traffic with some scratching dirt so that conditions are more severe 
than CLASS 3; For example, entrances, laundries with external access, living areas, entertainment areas, patio’s, sales 
rooms, motels. 

Click or Scan for 
Installation Instructions 

http://www.gnsceramics.com.au/index.php/page-143


No. Inspection Item
Sample Quantity 

(pieces)
Standard Technical 

Requirements Inspection Result Single Item Conclusion

1 Water Absorption (%) 10 Individual value ≤6.5, Average 
value 3<E≤6

Max individual value 5.4, 
Average value 4.8

Qualified

2 Breaking Strength (N) 7 Average value ≥950 Min individual value 1001, 
Average value 1066

Qualified

3 Modulus of Rupture (MPa) 7 Individual value ≥15, Average value 
≥17.5

Min individual value 22, 
Average value 24

Qualified

4 Stain Resistance 5 / Grade 4 (Olive Oil) Qualified

5 Surface Quality 70
At least 95% of the main area of the 
bricks has no obvious defects

2 pieces with visible defects, 
97% of the bricks with no 
obvious surface defects

Qualified

1. Allowable deviation (%) of the 
average size of each brick (2 or 4 
edges) relative to the working size: 
±1.25, Max ±2 mm

1. Length：-0.3~-0.1（-0.7 
mm~-0.2 mm）

2. Allowable deviation (%) of the 
average size of each brick (2 or 4 
edges) relative to the average size 
of 10 bricks (20 or 40 edges): ±1.0

Width：0.4~+0.4（-0.2 
mm~+0.3 mm）

2. Length：-0.1~+0.1

Width：-0.4~+0.4

MOSAIC RANGE

MURETTI

6
Dimensional Deviation 
(Fine) / Qualified


