
 

Ukibori 

The Ukibori collection highlights the beauty of glazed porcelain mosaic with a three-dimensional look that 
pays tribute to the traditional Japanese art of Ukibori, or relief carving. The variety of colours allows for 
looks that seamlessly blend into any room or become a showstopping piece of decor and interior design. 



 Ukibori 

UKB003 

White Midnight Black 

UKB009 

15x145mm Stone 

295x313mm Sheet 

2x18 Stones per Sheet 

UKB010 

Autumn Terracotta 

UKB062 

Silver Sage Frosty Mint 

UKB032 

Jade 

UKB033 

Water 

UKB034 

Sea 

UKB074 



 
 
GNS Ceramics recommends that our retail shops pass on the following information to the installer and 
end-user. 

 
Ceramic tiles are only one component of a much larger building system. It is our experience that failure of 
any tiling system is very often the result of a combination of factors. For example; inappropriate design, 
type of substrate, surface preparation, temperature during installation, adhesives, incompatibility of 
products, product failure, environmental factors skill and knowledge of the installers etc; the latter being 
supplied or controlled by a variety of manufacturers and tradesmen. GNS Ceramics has no involvement in the design, 
selling and installation processes and once goods have been dispatched from our warehouse we have no control over 
where and how these products are used. As a result the project manager, and or the tiler are the only people in a position to 
ensure that all the components used in a project are compatible and that the product is installed in accordance with the 
Australian Building Code and the Australian Standards. 
 
Installation Instructions for all types of tiles can be found in the GNS Ceramics Price List, and on our website. We suggest 
these are followed at all times. 
 
Cleaning and Maintenance 
 
Do not use abrasive cleaners and chemicals which could permanently scratch and damage the surface of the tile. For daily 
cleaning we recommend the use of a mild PH Neutral detergent. Should a more vigorous cleaning programme be required 
we recommend the use of a proprietary tile cleaner from a specialty tile supplier. 
 
Colour & Pattern Variation Guide 
 

 
Uniform Appearance 

 
Slight Variation 

 
Moderate Variation 

 
High Variation 

 
 
Classes of Use 
The classification has taken into account the recommendations of the Australian Standards; however, they are given for 
general guidance only. They are valid for the given application under NORMAL CONDITIONS and should not be taken to 
provide accurate product specifications for specific requirements. 
WARNING: Other standards and building code requirements may affect your selection of tiles. 
Consideration should be given to the footwear, type of pedestrian traffic and cleaning methods expected. Floors should be 
adequately protected against soiling from following trades during installation; they should also be protected against 
scratching dirt at the entrances to building by interposing footwear cleaning devices. For example, mats, shoe scrapers, 
static devices, etc. 
 
CLASS 0 - Tiles in this class are not recommended for use on floors. 

Click or Scan for 
Installation Instructions 
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TEST UNIT

+/- 3.5
STRAIGHTNESS OF SIDES %

RECTANGULARITY %

CRAZING RESISTANCE -
FROST RESISTANCE -

RESISTANCE TO STAINING -

INTERNAL EXPOSURE INDEX I 
(ra) (DECORATIVE MATERIALS) -

EXTERNAL EXPOSURE INDEX I (r) 
(DECORATIVE MATERIALS) -

UNDERLAY NOT VISIBLE ON THE TILE FACE
NO TILES FALL OFF AFTER STICKING TEST-SHEET STICKING REQUIREMENT

RESISTANCE TO HOUSEHOLD 
CHEMICALS - CLASS GA

RESISTANCE TO LOW 
CONCENTRATION OF ACIDS AND 

ALKALIS
- CLASS GLA

WATER ABSORPTION %

NO CRAZING OR PEELING ON THE GLAZE SURFACE AFTER 
NO CRACK OR PEELING AFTER THE FROST TEST

CLASS 5

UKIBORI

MOSAIC RANGE

THE DEVIATION OF THE 
AVERAGE SIZE FOR EACH TILE 

FROM NOMINAL

TECHNICAL CHARACTERISTICS

LENGTH

+/- 0.5

+/- 0.4

TYPE A I (ra) = 0.5 

TYPE A I (r) = 0.8

THICKNESS

SIZE AND DIFFERENCE % THE DEVIATION OF THE 
AVERAGE SIZE FOR EACH TILE 

FROM AVERAGE SIZE OF 
TESTED SAMPLES

RESISTANCE TO THERMAL 
SHOCK - NO CRACK OR PEELING AFTER THE THERMAL SHOCK

+/- 0.5
+/- 0.3

A MINIMUM OF 95% OF THE TILES ARE FREE FROM 
VISIBLE DEFECTS THAT WOULD IMPAIR THE APPEARANCE 

OF A MAJOR AREA OF TILES
SURFACE QUALITY -

AVERAGE MAXIMUM 1.5
INDIVIDUAL MAXIMUM 1.7
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