PORTLAND 3.0 SERIES

The Terrazzo look without
the associated maintenance.
These porcelain tiles

are available with three
contemporary colours.
Portland 3.0 is suitable for
all environments through the
matt and grip finishes.

PRODUCT TYPE: Glazed porcelain FINISHES/USAGE: Matt and Grip/Wall and Floor VARIATION:
COLOURS: Carrara, Verona and Basel AESTHETIC QUALITIES:  Terrazzo look
SIZES: 300x300mm, 300x600mm and TECHNICAL DATA: P3 Pendulum Slip Rating (Matt)
600x600mm P5 Pendulum Slip Rating (Grip) V2
Rectified Edges More technical data on last page
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Variation is an inherent property of tiles and stone. Sizes are nominal and may include a joint.



PORTLAND 3.0 SERIES

PRODUCT INFORMATION

) “% 4 N e 4
S [ v

P ¢ ' y

| > T |

; ¥ ; “ \ |

Carrara

Matt 300%x300mm | 300x600mm Matt 300x300mm | 300x600mm Matt 300x300mm | 300x600mm
600x600mMm 600x600mMm 600x600mMm
Grip 300x600mm Grip 300x600mMm Grip 300x600mMm

Variation is an inherent property of tiles and stone. Sizes are nominal and may include a joint.



PORTLAND 3.0 SERIES

TECHNICAL DATA CERTIFICATIONS

An Environmental Product Declaration (EPD) is a

EPD globally recognised certification that outlines the
technical characteristics test method required values value environmental impact of a product across its entire life
ERI FI ED cycle. It supports sustainable decision-making and green
Group Bla procurement by assessing factors such as material
sourcing, emissions, installation, use, and end-of-life
5606 water absorption iso 10545-3 <0.5% 0.21% disposal.
ISO 14001:2015 specifies the requirements for an
. environmental management system that an organization
bending strengh iso 10545-4 >12MPA >33.5MPA can use to enhance its environmental performance.
@ﬂ ISO 14001:2015 is intended for use by an organization
seeking to manage its environmental responsibilities in a
Iso 14001 systematic manner that contributes to the environmental
breaking strength (S) iso 10545-4 > 350 N > 1785N pilar of sustainabiity:
abrasion resistace iso 10545-7 Max. 175 mm? Class3
PEI 1-5
chemical resistance iso 10545-13 Household chemicals GA
‘Iﬁ and swimming pool salts
Low concentration of GLA
acids and alkalis
stain resistance iso 10545-14 Minimum Class 3 Class 5

Variation is an inherent property of tiles and stone. Sizes are nominal and may include a joint.



